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Specifications 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

All contents of this document are the property of 3 Dimensional Enterprises.  Any reproduction in whole or in part 

without the permission of 3 Dimensional Enterprises is strictly prohibited. 

1 TX frequency:  869/851 ~ 894 MHz 

2 TX frequency:  925/935 ~ 965 MHz 

3 TX frequency:  1800 ~ 1990 MHz 

4 TX frequency:  2110 ~ 2170 MHz. 

5. Covers interface standards: AMPS,N-AMPS, NMT,TACS,GSM,CDMA,TDMA,IDEN,UMTS. 

6 Total output power:  EIRP 10W 

7 Patch Antenna:  Integrated gain of 5 dBi for each band 

8 Designed to cut off wave in the down-link band width only.  This will not interfere with the base station or the 
repeater tower. 

9 Jamming Range:  30 ~ 40 meters.  The signal intensity must -80db at the location. 

10 Jamming Pattern:  80° horizontal & 60° vertical 

11 Polarization:  Linear 

12 Automatic power switching power supply:  50/60Hz/AC 100 ~ 240V to DC 12V 

13 IR Remote Control:  Approximately 8 meter range. 

14 IP68 Waterproof outdoor housing  

15 Dimensions: 270mm(L)×265mm(W)×95mm(H)  

16 Weight:  2.5kg 

17 Operating temperature:  -10°C ~ +60°C 

18 Storage Temperature:  -30°C ~ +70°C 

19 Humidity:  95% non-condensing 

20 Package Dimensions: 39.5 x 33 x 17cm / Weight 3kg 

 

Remote Box 


